
 SDS 5-35°C
41-95°F

HS
Paint

UHS
(SRC) 
Paint

TECHNICAL DATA:

Flash Point: Not determined (closed cup)

Appearance: Red

Physical State: Liquid

Odor: Citrus

Specific Gravity: 1.05 g/cm³, 8.75 lb/USGal 
(H2O = 1)

DIRECTIONS OF USE:
Do not apply to hot surfaces. Water activated, product 
must be diluted and surface to be cleaned must be wet. 
Do not allow cleaner to dry on any surface.

Interiors: Dilute 5:1 to 30:1 with water, depending on soil 
conditions. Spray on wet surface. If necessary, scrub with 
soft bristle brush. Rinse with water. Steam Extraction Clea-
ner: Dilute D1 Engine Degreaser 3-4 ounces per gallon of 
water. 

Exterior: Pre-wet painted surfaces that cleaner may con-
tact to avoid staining. Dilute 5:1 to 10:1 with water and apply 
to vinyl top. Scrub with soft to medium bristle nylon brush. 
Repeat if necessary.

HEALTHY & SAFE:
Can cause eye irritation. Excessive inhalation may cause 
respiratory irritation. Ingestion can cause gastrointestinal 
irritation. Prolonged skin contact may cause slight irritation.

Eyes: Flush with water for 15 minutes, call physician if irrita-
tion persists. Inhalation: Inhalation: Remove to fresh air, call 
physician if irritation persists. Ingestion: Do not induce 
vomiting, call physician.

DESCRIPTION:

D1 SUPER DEGREASER is an excellent, concentrated, all pur-
pose cleaner-degreaser for carpet, fabric, vinyl and plas-
tic. D1 Engine Degreaser quickly cleans grease, oil, dirt, 
mineral deposits, wax, road film, stubborn stains, etc. Pene-
trates quickly and deeply to lift pollutants and dirt.

REFERENCE:     #PURD01-01-001
       #PURD01-01-002
       #PURD01-01-003

SIZES:     
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